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40 CFR Ch. I (7–1–00 Edition)§ 86.1228–85

to determine hydrocarbon and/or meth-
anol evaporative emissions as a con-
sequence of diurnal temperature fluc-
tuation urban driving and hot soaks
during engine-off periods. It is associ-
ated with a series of events representa-
tive of heavy-duty vehicle operation,
which result in hydrocarbon and/or
methanol vapor losses. The test proce-
dure is designed to measure:

(1) Diurnal emissions resulting from
daily temperature changes (as well as
relatively constant resting losses),
measured by the enclosure technique
(see § 86.1233);

(2) Running losses resulting from a
simulated trip on a chassis dynamom-
eter, measured by the enclosure or
point-source technique (see § 86.1234;
this test is not required for gaseous-
fueled vehicles); and

(3) Hot soak losses, which result
when the vehicle is parked and the hot
engine is turned off, measured by the
enclosure technique (see § 86.1238).

(c) Background concentrations are
measured for all species for which
emissions measurements are made. For
evaporative testing, this requires
measuring initial concentrations.
(When testing methanol-fueled vehi-
cles, manufacturers may choose not to
measure background concentrations of
methanol, and then assume that the
concentrations are zero during calcula-
tions.)

[58 FR 16052, Mar. 24, 1993, as amended at 59
FR 48523, Sept. 21, 1994; 60 FR 34363, June 30,
1995]

§ 86.1228–85 Transmissions.

(a) All test conditions, except as
noted, shall be run in a manner rep-
resentative of in-use operation, and
where appropriate, according to the
manufacturer’s recommendation to the
ultimate purchaser.

(b) Except for the first idle mode, idle
modes less than one minute in length
shall be run with automatic trans-
missions in ‘‘Drive’’ and the wheels
braked; manual transmissions shall be
in gear with the clutch disengaged, ex-
cept first idle. The first idle mode and
idle modes longer than one minute in
length shall be run with automatic
transmissions in ‘‘Neutral,’’ and man-
ual transmissions shall be in ‘‘Neutral’’

with the clutch engaged (clutch may be
disengaged for engine start-up).

(c) The vehicle shall be driven with
minimum accelerator pedal movement
to maintain the desired operation.

(d) Accelerations shall be driven
smoothly according to the manufactur-
er’s recommendation to the ultimate
purchaser. For manual transmissions,
the operator shall accomplish each
shift with minimum time. If the vehi-
cle cannot accelerate at the specified
rate, the vehicle shall be operated at
maximum available power until the ve-
hicle speed reaches the value pre-
scribed for that time in the driving
schedule.

(e) For those deceleration modes
which decelerate to zero, manual trans-
mission clutches shall be depressed
when the speed drops below 15 mph
(24.1 km/hr), when engine roughness is
evident, or when engine stalling is im-
minent.

§ 86.1229–85 Dynamometer load deter-
mination and fuel temperature pro-
file.

(a) Flywheels, electrical or other
means of simulating inertia shall be
used. The value of equivalent inertia
weight shall be within 250 pounds of
the loaded vehicle weight (LVW). Load-
ed vehicle weight is defined as follows:

(1) For test vehicles which have an
actual weight less than 0.5 × (GVWR),

LVW = 0.5 × (Gross Vehicle Weight Rating)

(2) For test vehicles which have an
actual weight (As tested) greater than
0.5 × (GVWR),

LVW = Actual Weight of Test Vehicle,

(b) Power absorption unit adjustment.
(1) The power absorption unit shall be
adjusted to reproduce road load power
at 50 mph true speed. The indicated
road load power setting shall take into
account the dynamometer friction. The
relationship between road load (ab-
sorbed) power and indicated road load
power for a particular dynamometer
shall be determined by the procedure
outlined in § 86.1218–85 or other suitable
means.

(2) The road load power used shall be
determined from the following equa-
tion:
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